


SECURE FAUCET AND MAKE
WATER SUPPLY CONNECTIONS

Secure FAUCET (1) with ATTACHMENT NUTS (2) supplied.
(HAND TIGHTEN).

Connect water supply to FAUCET (1) with 1/2" IPS FLEXIBLE
SUPPLIES (3) or 3/8"O.D. BULL-NOSE RISERS (4). Use
adjustable wrench to tighten connections. Do not over tighten.
Be careful not to kink copper supply when bending.
Use tubing cutter to cut to proper length.

Certified to comply with ASME A112.18.1M
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TEST INSTALLED FAUCET

INSTALL FAUCET

FITTING WITH SPRAY

5

7

Remove AERATOR. With handles in OFF position, turn on water supplies and check all connections for leaks.
Operate HANDLE to flush water lines thoroughly. Rotate SPOUT in both directions. Replace AERATOR.

Install FAUCET (1) on sink. (No sealant is required
unless mounting deck on SINK is uneven)
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FITTING WITH SPRAY
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Direct SPRAY HEAD into sink and activate SPRAY. Check HOSE connections for leaks.
066070-YYY0A
AERATOR

060365-YYY0A
SPOUT

923304-0070A
CAP RETAINER

085800-0070A 
ATTACHMENT NUT

024220-0070A
SUPPLY NUT

3

4

If faucet drips proceed as follows:

023527-0070A
CARTRIDGE SCREWS 

023529-0070A
CARTRIDGE 

907099-YYY0A
CAP 

NOTE: FLEXIBLE SUPPLIES (3, 4) HAVE TO BE PURCHASED SEPARATELY

FITTING WITH SPRAY

Place SPRAY HOLDER (1) into separate hole of SINK (2)
and assemble NUT (3) onto shank.

From underside of SINK (2) and hand tighten NUT (3).

Feed SPRAY HOSE (1) through SPRAY HOLDER (2)
and attach COUPLING NUT (3) of HOSE (1) to
HOSE ADAPTOR (4) on valve body. Tighten
COUPLING NUT (3) firmly.

Make certain that SPACER WASHER (5) and RUBBER
WASHER (6) are attached to SPRAY HOSE (1) and
thread SPRAY HEAD (7) to NUT (8).

FITTING WITH SPRAY

030760-YYY0A 
SPRAY HOLDER

M953667-YYY0A 
HANDSPRAY & HOSE

060342-YYY0A
HANDLE KIT

030126-0070A
HANDLE SCREW KIT

Plumbers' Putty or CaulkingAdjustable Wrench Phillips Screwdriver
Channel Locks

TOOLS REQUIRED

SINGLE CONTROL KITCHEN FAUCETS
4205.000
4205.001

SINK OR DECK
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042850-0070A
DIVERTER

1

SERVICE
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Turn VALVE in OFF position.
If faucet drips, operate handle several times from "off" to "on".
Do not apply excessive force.

Clogged CARTRIDGE inlets may cause reduced flow in "full on" hot or cold.
To clean inlets, first turn off water supply, then:
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Remove HANDLE (1), CAP (2), CARTRIDGE (3), and DISC & SEALS (5).
Clean inlets and MANIFOLD (4). Reassemble CARTRIDGE (3), alternately
tightening screws. Replace CAP and HANDLE. Check flow.

(HAND TIGHTEN)

COUPLING NUT

FERRULE

1

3

4
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060343-0070A
DISC WITH SEALS
060343-0070A

DISC WITH SEALS

060366-0070A
SPOUT SEAL KIT

with EverClean™ Finish 
Congratulations on purchasing your American Standard faucet
with EverClean �nish found only on American Standard faucets.

To ensure that your installation proceeds smoothly-please read these instructions carefully before you begin.

EverClean Finish
•  One wipe e�ortlessly removes spots
•  Eliminates the need for cleaners and scrubbing
•  Permanent surface protectant remains beautiful for the life of the faucet
•  EverClean™ available on:  Polished Chrome, Satin Nickel,
   Stainless Steel, Polished Brass (or any combination of these �nishes)

American Standard’s EverClean finish will wipe clean with a soft, dry cloth. A soft cloth with clean
water may also be used, if desired. No additional cleaning products are required.

DO NOT USE: Soaps, acid, polish, abrasives, harsh cleaners, or a cloth with a coarse surface.

EverClean™ Finish Care Instructions

Installation
Instructions
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CAUTION Turn off hot and cold water
supplies before beginning.

HOT LINE FOR HELP
For toll-free information and answers to your questions, call:

1-800 442-1902
Weekdays 8:00 a.m. to 8:00 p.m. EST

IN CANADA  1-800-387-0369   (TORONTO 1-905-306-1093)
Weekdays 8:00 a.m. to 7:00 p.m. EST

Product names l isted herein are trademarks of American Standard Inc.
© American Standard Inc. 2004

IN MEXICO  01-800-839-12-00

4205.000 SERIES
4205.001 SERIES

SINGLE CONTROL KITCHEN
FAUCET WITH "CITY SHANKS"

MODEL NUMBERS

CHROME
BONE
WHITE HEAT
VELVET

002
021
208
285

Replace the "YYY" with
appropriate finish code

By restricting handle rotation and limiting the amount of hot water allowed
to mix with the cold, the HOT LIMIT SAFETY STOP reduces risk of accidental
scalding. To set the maximum hot water temperature of your faucets, all you
need to do is adjust the setting on the HOT LIMIT SAFETY STOP. 

Use a flat blade screwdriver or your fingers to pull up and rotate
red HOT LIMIT SAFETY STOP (5). Follow Step "A" or "B" to adjust
min./max. discharge temperature. "0" being the hottest to "7"
the coldest temperature setting. Factory set at "0".

HOT LIMIT SAFETY STOP ADJUSTMENT

6

PRY RED RING FORWARD
AND ROTATE COUNTER-
CLOCKWISE ONE CLICK

PRY RED RING FORWARD
AND ROTATE CLOCKWISE 

"A"

ADJUSTMENT WHEN
WATER IS TOO HOT

"A"
"A"

"B"

"B"

ADJUSTMENT WHEN
WATER IS TOO COLD

"B"

"RED RING"- HOT
LIMIT SAFETY STOP

TEMPERATURE
SETTING NUMBERS

   0     1     2    3    4     5     6    

5



Certified to comply with ASME A112.18.1M

INSTALL FAUCET

Install FAUCET (1) on sink. (No sealant is required unless
mounting deck on SINK is uneven)
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066070-YYY0A
AERATOR

060365-YYY0A
SPOUT

042850-0070A
DIVERTER

923304-0070A
CAP RETAINER

065800-0070A 
ATTACHMENT NUT

024220-0070A
SUPPLY NUT

023527-0070A
CARTRIDGE SCREWS 

023529-0070A
CARTRIDGE 

907099-YYY0A
CAP 

1

M953667-YYY0A 
HANDSPRAY & HOSE

060342-YYY0A
HANDLE KIT 

030126-0070A
HANDLE SCREW KIT

Plumbers' Putty or Caulking
Adjustable Wrench Phillips Screwdriver

Channel Locks

TOOLS REQUIRED

SINGLE CONTROL KITCHEN FAUCETS
4205.003

SECURE FAUCET AND MAKE WATER SUPPLY CONNECTIONS

Secure FAUCET (1) with ATTACHMENT NUT (2) and SPRAY NUT (5)
supplied. (HAND TIGHTEN).

Connect water supply to FAUCET (1) with 1/2" IPS FLEXIBLE
SUPPLIES (3) or 3/8"O.D. BULL-NOSE RISERS (4). Use adjustable
wrench to tighten connections. Do not over tighten. Be careful not
to kink copper supply when bending. Use tubing cutter to cut to
proper length.
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FERRULE

COUPLING NUT

(HAND TIGHTEN)

SERVICE

3

5

5

TEST INSTALLED FAUCET4
Remove AERATOR. With handle in OFF position, turn on water supplies and check all connections for leaks.

Operate HANDLE to flush water lines thoroughly. Rotate SPOUT in both directions. Replace AERATOR.

Direct SPRAY HEAD into sink and activate SPRAY. Check HOSE connections for leaks.

If faucet drips proceed as follows:

Turn VALVE in OFF position.

If faucet drips, operate handle several times from "off" to "on".
Do not apply excessive force.

Clogged CARTRIDGE inlets may cause reduced flow in "full on" hot
or cold. To clean inlets, first turn off water supply, then:

Feed SPRAY HOSE (1) through SPRAY HOLDER (2)
and attach COUPLING NUT (3) of HOSE (1) to
HOSE ADAPTOR (4) on valve body. Tighten
COUPLING NUT (3) firmly.

Make certain that SPACER WASHER (5) and
RUBBER WASHER (6) are attached to SPRAY HOSE (1)
and thread SPRAY HEAD (7) to NUT (8).

FITTING WITH SPRAY

FITTING WITH SPRAY

Remove HANDLE (1), CAP (2) CARTRIDGE (3). and DISC & SEALS (5).
Clean inlets and MANIFOLD (4). Reassemble CARTRIDGE (3), alternately
tightening screws. Replace CAP and HANDLE. Check flow.

061812-0070A 
NUT

M923651-YYY0A
SPRAY HOLDER
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SINK OR DECK

NOTE: FLEXIBLE SUPPLIES (3, 4) HAVE TO BE PURCHASED SEPARATELY

060343-0070A060343-0070A
DISC WITH SEALS

060366-0070A
SPOUT SEAL KIT

SINGLE CONTROL KITCHEN FAUCETS
with CITY SHANKS with EverClean™ Finish 

Congratulations on purchasing your American Standard faucet
with EverClean �nish found only on American Standard faucets.

To ensure that your installation proceeds smoothly-please read these instructions carefully before you begin.

EverClean Finish
•  One wipe e�ortlessly removes spots
•  Eliminates the need for cleaners and scrubbing
•  Permanent surface protectant remains beautiful for the life of the faucet
•  EverClean™ available on:  Polished Chrome, Satin Nickel,
   Stainless Steel, Polished Brass (or any combination of these �nishes)

American Standard’s EverClean finish will wipe clean with a soft, dry cloth. A soft cloth with clean
water may also be used, if desired. No additional cleaning products are required.

DO NOT USE: Soaps, acid, polish, abrasives, harsh cleaners, or a cloth with a coarse surface.

EverClean™ Finish Care Instructions
HOT LINE FOR HELP

For toll-free information and answers to your questions, call:
1-800 442-1902

Weekdays 8:00 a.m. to 8:00 p.m. EST

IN CANADA  1-800-387-0369   (TORONTO 1-905-306-1093)
Weekdays 8:00 a.m. to 7:00 p.m. EST

Product names l isted herein are trademarks of American Standard Inc.
© American Standard Inc. 2004

IN MEXICO  01-800-839-12-00

CAUTION Turn off hot and cold water
supplies before beginning.
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Installation
Instructions

CHROME
BONE
WHITE HEAT
VELVET

002
021
208
285

Replace the "YYY" with
appropriate finish code

4205.003 SERIES

SINGLE CONTROL KITCHEN
FAUCET WITH "CITY SHANKS"

MODEL NUMBERS

By restricting handle rotation and limiting the amount of hot water allowed
to mix with the cold, the HOT LIMIT SAFETY STOP reduces risk of accidental
scalding. To set the maximum hot water temperature of your faucets, all you
need to do is adjust the setting on the HOT LIMIT SAFETY STOP. 

Use a flat blade screwdriver or your fingers to pull up and rotate
red HOT LIMIT SAFETY STOP (5). Follow Step "A" or "B" to
adjust min./max. discharge temperature. "0" being the
hottest to "7" the coldest temperature setting.
Factory set at "0".

HOT LIMIT SAFETY STOP ADJUSTMENT

6

PRY RED RING FORWARD
AND ROTATE COUNTER-
CLOCKWISE ONE CLICK

PRY RED RING FORWARD
AND ROTATE CLOCKWISE 

"A"

ADJUSTMENT WHEN
WATER IS TOO HOT

"A"
"A"

"B"

"B"

ADJUSTMENT WHEN
WATER IS TOO COLD

"B"

"RED RING"- HOT
LIMIT SAFETY STOP

TEMPERATURE
SETTING NUMBERS

   0     1     2    3    4     5     6    
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